
P A R T  N U M B E R          D E S C R I P T I O N

SYMMETRIC COMPONENTS
L09-A-MNT-EXT-SYM-62IN-AL           L09 Flat mounting extrusion, 62in, symmetric,  clear anodized al iminum L09
L09-A-MNT-EXT-SYM-62IN-WH*           L09 Flat mounting extrusion, 62in, symmetric,  white
L09-A-MNT-EXT-SYM-62IN-BK*          L09 Flat mounting extrusion, 62in, symmetric,  black
L09-A-MNT-EXT-ASYM-ENDCAPS          L09 extrusion end cap set,  62in, symmetric,  set of 2,  black
L09-A-MNT-EXT-SYM-ENDCAPS-WH*     L09 extrusion end cap set,  62in, symmetric,  set of 2,  white
L09-A-DUSTCVR-SYM-62IN          L09 clear dust cover, 62in, symmetric

ASYMMETRIC COMPONENTS
L09-A-MNT-EXT-ASYM-62IN-AL           L09 flat mounting extrusion, 62in, asymmetric,  clear anodized aluminum 
L09-A-MNT-EXT-ASYM-62IN-WH*           L09 flat mounting extrusion, 62in, asymmetric white
L09-A-MNT-EXT-ASYM-62IN-BK*           L09 flat mounting extrusion, 62in, asymmetric,  black
L09-A-MNT-EXT-ASYM-ENDCAPS           L09 extrusion end cap set,  62in, asymmetric,  set of 2,  black
L09-A-MNT-EXT-ASYM-ENDCAPS-WH*   L09 extrusion end cap set,  62in, asymmetric,  set of 2,  white
L09-A-DUSTCVR-ASYM-62in           L09 clear dust cover, 62in, asymmetric

ASYMMETRIC COMPONENTS
L09-A-MNT-EXT-ADJ-BRKTS           L09 Extrusion aiming bracket, sym and asym, set of 2,  clear anodized
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TROV FLEX L09 MOUNTING EXTRUSIONS CAN BE USED TO

CREATE A CLEAN STRAIGHT RUN OF L09. THEY ARE OFFERED 

IN A SYMMETRIC PROFILE FOR THE 10X10 AND 15X40, AND 

AN ASYMMETRIC PROFILE FOR THE ASYM OPTIC. THEY 

COME IN CLEAR ANODIZED, WHITE, AND BLACK FINISHES. 

AN OPTIONAL SNAP ON CLEAR DUST COVER LENS CAN 

ALSO BE ADDED FOR EASY CLEANING. AIMABLE HINGE 

BRACKETS CAN BE ADDED TO AIM FROM 0° TO 180°.

FEATURES:

• FLAT SURFACE MOUNT WITH PRE DRILLED HOLES

• STANDARD CLEAR ANODIZED FINISH. OPTIONAL WHITE,  

   AND BLACK FINISHES AVAILALBE AS BUILD TO ORDER.

• BLACK END CAPS WITH WIRE KNOCK OUTS INCLUDED

• OPTIONAL AIMABLE MOUNTING BRACKET

• OPTIONAL SNAP ON DUST COVER

• OPTIONAL SNAP ON LOUVERS(SEE LOUVER SPEC SHEET)

 

LIMITED WARRANTY

EXTRUSIONS ARE FIELD CUTABLE. IF SHORTER LENGTHS ARE NEEDED, ORDER THE 5FT EXTRUSION AND CUT IT IN THE FIELD. 

* WHITE AND BLACK FINISHES ARE PAINTED TO ORDER. LONGER LEAD-TIMES APPLY. 

5 YEARS



 EVERY 304.80mm (12") 

 25.40mm (1") 
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